UNAUTHORIZED USE OF THIS DAR | REV DESCRIPTION APPVD| DATE
DRAWING IS STRICTLY PROHIBITED 5159| E |[SEE DAR DG |9-14
6341 F |SEE DAR DG_[7-16
6390 G |SEE DAR T [8-16
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— | SILLNE
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1.00 [25.34] 2X
,— 213 [#3.18] THRU, 4X
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3.00 [76.20] IPP-2247
1.59 [40.42] 2X 20.- 1000 iz 150W
Ol .25 [6.35] TYP
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15 [3.81] MIN J 44 [1118] —=—
13 [3.30]
.24 [6.10] 3X
(SCREW MOUNTING .26 [6.60]
SURFACE TO BOTTOM i 3X
OF PART) 4X [25%3]
' PORT CONFIGURATION
INPUT J1 J2 J3
NOTES: ELECTRICAL SPECIFICATIONS J1 ——= —3dB<—~90 DEG| —3dB<0 DEG
1. LEADS: 99.99% PURE SILVER FREQUENCY: 20 — 1000 MHz
'T(,)45|8K_[1'27O] X .005 [.127] INSERTION LOSS: < 0.90 dB
2. DATA AND SPECIFICATIONS VSWR: < 1.3:1
APPLY WHEN PART IS PHASE BALANCE: +12° MATERIAL | ALLOY DW DG |DATE 6-10 . Power
MOUNTED IN IPP TEST AMPLITUDE BALANCE:  +0.25 dB 6061-T651 ENG  TJD | DATE 610 Innovative frrsaices
FIXTURE TF—1152. TEST FINISH
FIXTURE POWER: 150 WATT TP 3 eV F. oigs s (rora  [MANUF DATE T L LINE. COUP.. 90°. 20 - 1000 MHz. 150W
CONFIGURATION /FOOTPRINT ISOLATION: >16 dB o, CAGE CODE. 437R2 , - 9% :
AVAILABLE ON REQUEST. TEMPERATURE: ~ —55'C TO +85°C XXX £.010  [SHEET OF [SCALE SIZE TP/ REV.
3. RoHS COMPLIANT. ANG. £1/2° 11 1:1 B IPP-2247 G




