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NOTES: FINISH
1. SEE SMD COUPLER APPLICATION NOTE FOR /N PE
FURTHER INFORMATION. -
2. PARTS WITH RoHS MATTE TIN FINISH ARE IF!E,:ZE;T RngNM/kE%? —
RoHS COMPLIANT.
3. AVAILABLE IN TAPE AND REEL. SEE SMD
COUPLER APPLICATION NOTE FOR FURTHER PORT CONFIGURATION
INFORMATION. INPUT J1 J2 J3 J4
SEE CHART FOR PART NUMBER AND FINISH. J1 ——— ISOLATION __ |—35dB<—90 DEG| —3dB<0 DEG
J2 ISOLATION ——— —3dB<0 DEG |—3dB<—90 DEG
ELECTRICAL SPECIFICATIONS J3 [=3dB<—90 DEG| —3dB<0 DEG —= ISOLATION
FREQUENCY: 500 — 2500 MHz. J4 | —3dB<0 DEG |—3dB<—90 DEG| _ISOLATION ———
INSERTION LOSS:  <0.55 dB
VSWR: <1.43:1 MATERIAL DWN DG |DATE 4-16 . Power
ISOLATION: >16dB ENG TJD | DATE 4-16 lnnovatlve Products
AMPLITUDE BALANCE:  +0.8dB FINISH — — — ——
PHASE BALANCE: +6° SEE FINISH CHART -
POWER: 350 WATT STERANGE — CAGE CODE: 437R2 SISZI\éID COUPLER, 90°, 500 - 2500 MHz. 35;);/://
TEMPERATURE:  —55°C TO 85°C N D] o *i?};’-ﬁzs‘]‘] SREET OF TSCAE |2 PN PP.7147+ =




