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NOTES: FINISH
1. SEE SMD COUPLER APPLICATION NOTE FOR IPPP—/7'\1I5O TINT;EEEAD
FURTHER INFORMATION IPP—7150RT RoHS MATTE TIN
2. PARTS WITH RoHS MATTE TIN ARE RoHS
COMPLIANT.
3. AVAILABLE IN TAPE AND REEL. SEE SMD TR — POJRZT CONF'GURAT'OJ% —
OUPLER APPLICATION NOTE FOR FURTHER
ff\,FORMAﬂON‘ ¢ J1 — ISOLATION —3dB<0 DEG |-3dB<—90 DEG
J2 ISOLATION — —3dB<—90 DEG| —3dB<0 DEG
ELECTRICAL SPECIFICATIONS J3 | —3dB<0 DEG |—3dB<—90 DEG J— ISOLATION
FREQUENCY: 2000 — 6000 MHz. J4 |-3dB<—90 DEG | —3dB<0 DEG ISOLATION ———
INSERTION LOSS: <0.4 dB
VSWR: <1.30:1 MATERIAL DWN S.Cornell | DATE 7-20-16 . Power
ISOLATION: >17dB ENG DG | DATE 10-16 Innovatlve Products
AMPLITUDE BALANCE: +0.40dB FINISH s ——
PHASE BALANCE: +6° SEE FINISH CHART ~ |MANUF DATE o
POWER: 150 WATT TOLERANCE =~ CAGE CODE: 437R2 ;QAED i?:IJPLER’ 90°, 2000 - 6000 MHz. 1?;‘\’/"
. — ° ° - - - SHEET @ OF SCALE .
TEMPERATURE: 55°C TO 85°C IN [MM] X i.f)}g.[.zsﬂ 11 2:1 B IPP-7150~* A




