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NOTES: IPP—7155 TIN/LEAD
1. EEETa'\ég &%%FF’{'KAEEHSEPUCAT'ON NOTE FOR IPP—7155RT RoHS MATTE TIN
2. PARTS WITH RoHS MATTE TIN AND RoHS IPP—715SRG | RoHS NICKEL GOLD
NICKEL GOLD FINISHES ARE RoHS COMPLIANT.
3. AVAILABLE IN TAPE AND REEL. SEE SMD
COUPLER APPLICATION NOTE FOR FURTHER PORT CONFIGURATION
INFORMATION. INPUT J1 J2 J3 J4
SEE CHART FOR PART NUMBER AND FINISH. j12 R ISOLATION _Zni%B<OQgEI)GEG _3§§;_80DECEG
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ELECTRICAL SPECIFICATIONS J3 | —3dB<0 DEG_|—3dB<—90 DEG ——= ISOLATION
FREQUENCY: 700 — 3200 MHaz. J4 |-3dB<—90 DEG | —3dB<0 DEG ISOLATION ——=
INSERTION LOSS: <0.50 dB
VSWR: <1.30:1 MATERIAL DWN S.Cornell | DATE 7-13-17 i Power
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PHASE BALANCE: 15 SEE FINISH CHART  |MANUF DATE TITLE OUTLINE
SOWER. 100 WATT SE— PP —— SMD COUPLER, 90°, 700 - 3200 MHz. 100W
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TEMPERATURE: 55°C TO 85°C IN [MM] XX :li:.10/1g_[.254] 171 2:1 B N IPP-7155* A




