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NOTES:
1. SEE SMD COUPLER APPLICATION NOTE FOR FURTHER INFORMATION.
2. AVAILABLE IN TAPE AND REEL. SEE SMD COUPLER APPLICATION
NOTE FOR FURTHER INFORMATION.
3. DATA AND SPECIFICATIONS APPLY WHEN PART IS MOUNTED IN IPP
TEST FIXTURE. TEST FIXTURE CONFIGURATION/FOOTPRINT AVAILABLE PORT CONFIGURATION
J1 ISOLATION | -3dB<0 DEG | -3dB<-90 DEG
52 ISOLATION -3dB<-90 DEG | -3dB<0 DEG
w J3 -3dB<0 DEG | -3dB<-90 DEG ISOLATION
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VSWR: <1.35:1
ISOLATION: >15 dB MATERIAL DWN S.Cornell | DATE 9-7-17 . Power
AMPLITUDE BALANCE:  +0.25 dB — ENG DG | DATE 917 Innovative frroaiers
PHASE BALANCE: 16 TIN/LEAD MANUF DATE TITLE OUTLINE
POWER: 300 WATT CW, 1000 W PEAK @ SMD COUPLER, 90°, 5100 - 5900 MHz. 300W
500 US PW 20% DC TOLERANCE CAGE CODE: 437R2 bl
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